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This symbol, the industry’s “Safety Alert Symbol”, is used throughout 
this manual and on labels on the device itself to warn the possibility of 
personal injury.   
 
Read these instructions carefully.   
 
It is essential that you read the instructions and safety regulations 
before you attempt to assemble or use this mower. 
 
 

 
 
 
 
 

 

DANGER Indicates an immanently hazardous 
situation, which if not avoided, will 
result in death or serious injury. 
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result in death or serious injury. 
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situation which, if not avoided, may 
result in minor or moderate injury. 
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FOREWARD  
 
You are now the owner of a Quadivator ST50 Snow Thrower. 
 
To obtain the best use of your Snow Thrower, read this manual 
carefully.  It will help you become familiar with the operation and 
maintenance of the Quadivator ST50.   
 
It is Quadivator’s Policy to use all research, design and manufacturing 
improvements to improve our mower.  This may result in some of the 
minor parts in the manual becoming outdated. 
 
Quadivator will have the most up to date parts and service information 
– call 866 770-2069 for service information and parts orders! 
 
 
 
 
 
Snow Thrower Model & Serial # -  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Pre-Delivery Check List  
 
Check off all items as they are found satisfactory or after adjustments 
are made: 
 
1 All safety shields and guard are securely in place! 

1 All decals are in place and readable! 

1 Tighten all hardware – see Checking Bolt Torque in Service Section. 

1 Check the drive belt is adjusted properly – see Service Section. 

 
 
 
 
 
 

 
 

CAUTION 

 

 
1Start the Quadivator Snow
for excessive operation or un
 
1The Quadivator Snow Thr
knowledge, is ready to be de
 
 
Date Predelivered –  
 
 
 
Signature –  
 

To help prevent personal injury 
from rotating impeller or thrown 
objects, never walk or stand in line 
with the discharge during run-in or
operation! 
 Thrower and allow it to run for 5 – 10 minutes, check 
usual noise. 

ower has been tested and to the best of my 
livered to the customer! 



OWNER’s Register 
 
 
Name –  
 
Address –  
 
City/Town –  
 
State/Prov. –  
 
Mail Code -  
 
Model & Serial # –  
 
Date Sold –  
 
DELIVERY Checklist 
 

1 Tell the customer not to remove any of the safety shields or guards. 
1 Review the Quadivator Warranty with customer. 
1 Safe Operation and Service. 
1 Daily and Periodic Lubrication and Maintenance. 
1 Daily and Periodic Inspections. 
1 Parts & Service Availability. 
 

Prior to delivery to the customer, do the following: 
 

1 Record Serial Numbers for the Quadivator Products 
1 Sign and remove this section for the dealer’s record. 
1Give the customer the Operator’s Manual and encourage the customer to 
read the manual. 

 
Date Delivered –  
 
 
Signature –  
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1. Safe Operating Practices for the  
Quadivator ST50 - ATV Mounted Snow Thrower 
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.2 GENERAL OPER
 

.1 Thoroughly inspe
remove all floor mats

 
.2 Disengage clutch 
engine (motor) on th

 
.3 Do not operate th
garments.  Wear foot

 

This machine is capable of amputating hand and feet and 
throwing objects significant distances. 
Failure to observe the following safety instructions could 
result in serious injury and or death. 
ATION - Training 

g and service instruction manual carefully.   

miliar with the controls and the proper use of the 
w to stop the unit and disengage the controls quickly. 

sible adults, who are familiar with the instructions, to 
.  Never allow children to operate the equipment. 

a is clear of bystanders, children and pets before 
ine if anyone or anything enters the area. 

SSENGERS while clearing snow with the ST50 - 
a TWO-UP ATV! 

en operating the ATV Mounted Snow Thrower – ALWAYS
ach the clip end of the Tether Chord to your belt, until you
mount from the ATV.  The switch the chord is attached to
ll shut off the mower’s engine if pulled deliberately or by
dvertent dismount from the ATV seat. 

ATION - Preparation 

ct the area where the equipment is to be used and 
, sleds, boards, wires or other foreign matter. 

on ATV and shift ATV into neutral before starting the 
e ST50 Snow Thrower. 

e equipment without wearing adequate winter outer 
wear that will improve footing on slippery surfaces. 



.4 Adjust the collector housing height of the ST50 Snow Thrower to clear 
gravel or crushed rock surface that is being cleaned. 
 
.5 Never attempt to make adjustments to the ST50 Snow Thrower while the 
engine (motor) is running!! 
 
.6 Let engine (motor) and machine adjust to outdoor temperatures before 
starting clear snow. 
 
.7 Always wear safety glasses or eye shields during operation or while 
performing an adjustment or repair to protect eyes from foreign objects that 
may be thrown from the machine. 

  

.3  General Device Operation – ST50 Snow Thrower 
 

.1 Do not put hands or feet near or under rotating parts.  Keep clear of the 
discharge opening at all times. 
 
.2 Exercise extreme caution when operating on or crossing gravel drives, 
walks or roads.  Stay alert for hidden hazards or traffic – NEVER carry 
passengers. 
 
.3 After striking a foreign object, stop the engine (motor) remove the wire 
from the spark plug, thoroughly inspect the snow thrower for any damage, 
and repair damage before restarting and operating the snow thrower. 
 
.4 If the unit should start to vibrate abnormally, stop the engine (motor) and 
check immediately for the cause.  Vibration is generally a warning of trouble 
with the snow thrower. 
 
.5 Stop the engine (motor) whenever you leave the operating position, 
before unclogging the collector/impeller housing or discharge guide, and 
when making any repairs, adjustments or inspections. 
 
.6 Take all possible precautions when leaving the machine unattended.  
Disengage the drive, lower the attachment, set the parking brake, stop the 
engine and remove the key. 
 
.7 When cleaning, repairing or inspecting, make certain the 
collector/impeller and all moving parts have stopped.   Disconnect the spark 
plug wire and keep the wire away from the plug to prevent accidental 
starting.   
 
.8 Do not run the engine indoors, except when starting the engine and for 
transporting the snow thrower in or out of the building.  Open the outside 
doors: exhaust fumes are dangerous. 



 
.9 Do not clear snow across the face of slopes.  Exercise extreme caution 
when changing direction on slopes.  Do not attempt to clear steep slopes. 
 
.10 Never operate the snow thrower without proper guards, plates or other 
safety protective devices in place. 
 
.11 Never operate the snow thrower near glass enclosures, automobiles, 
window wells, drop offs and the like without proper adjustment of the 
snow discharge angle.  Keep children and pets away! 
 
.12 Do not overload the machine capacity by attempting the clear snow at 
too fast a rate. 
 
.13 Never operate the machine at high transport speed and use care when 
backing up! 
 
.14 Never discharge at by-standers or allow anyone in front of the unit. 
 
.15 Disengage power to the collector/impeller when the snow thrower is 
transported or not in use. 
 
.16 Never operate the snow thrower without good visibility or light!  

 
 

.4  General Device Operation – Maintenance and Storage 
 
 

.1 Check shear bolts and all other fasteners at frequent intervals for 
tightness to be sure the equipment is in safe operating condition. 
 
.2 Always refer to operator’s guide instructions for important details if the 
snow thrower is to be stored for an extended period. 
 
.3 Maintain or replace safety and instruction labels, as necessary. 
 
.4 Run the machine a few minutes after throwing snow to prevent freeze-up 
of the collector/impeller during the next operation. 

 
.5 Never tamper with safety devices and check their proper operation    
regularly. 
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